Ceramic Mixing Cartridges
E[@@X Conventional Single-lever Type 40 & 42 mm Sizes
Models KNC-40A - KNC-40B - KNC-42C -

KNC-42D

TECHNICAL CHARACTERISTICS
OF THE CERAMIC DISCS:

. This cartridge has energy saving feature. Opening angle of
ECO function is 10°. In this position the economical flow rate:
Material: AL,O, 6,6 - 8,4 /min/ 1,7 - 2,2 gpm at 3 bar / 45 psi.
Surface roughness Ra: 0.2 pm . High rotational range within comfort zone:
In full open position: 23° rotational range
Contact surface area: 50-80% In ECO position (opening angle: 10°): 26° rotational range
. This cartridge is ideal for shower, wash-bowl, kitchen and
bidet.
. Quiet working

TECHNICAL CHARACTERISTICS

OF THE CARTRIDGE: FLOW RATE & HYSTERESIS CURVES
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Hydraulic: 35 bar /500 PSi Rotational range within
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Flow rate:

(3 bar / 45 psi, test faucet, EN 817) FLOW RATE CURVES

31.4 I/min / 8.3 gpm without resistance z 4
E 0 e Test faucet, without resistance
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INTERCHANGEABLE WITH 40MM CONVENTIONAL SINGLE-LEVER CARTRIDGES
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